Protek 868 Rebound

Protek 868 Rebound is engineered to keep the game
where it belongs - on the pitch. Purpose-designed
for multi-use ball game areas, thisis a fencing solution

that understands the demands of active, high-energy
environments.

The panel features a dual-zone wire configuration: closer
66.6 x 50mm wire spacing across the lower1,200mm
delivers the highrebound properties needed to return
the ball cleanly back into play, while the wider 200 x
50mm spacing on the upper1,800mm keeps the fence
open and unobtrusive.
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3.0 3,030x2,506 80x40 80x40 80x80 3,750 12 24
3.6* 3,660x2,506 80x40 80x40 80x80 4,600 15 30
4.0* 4,060x2,506 100x50 100x50 80x80 5,100 16 32
4.5% 4,460x2,506 100x50 100x50 80x80 5,500 19 38
5.0* 5,060x2,506 100x50 100x50 80x80 6,200 21 42
6.0* 6,080x2,506 120x 60 120x 60 100x100 7,500 24 48
*Made of multiple panels and clamp bars DATA SUBJECTTO CHANGE
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WELD-MESH FENCING SYSTEM
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Product Technical Information

Panels: Mesh size 66.6 x 50mm up to 1200mm high then
' wire spacing at 200 x 50mm - 1x émm vertical
and 2 x8mm horizontal wire

Manufactured to BS 4102 and galvanised to BS
EN10244-2:2001classD.

Weld strengthis 75% of the minimum tensile
strength of the wire (tensile range 540-690 N/ Intermediate post End post
m2).

Posts: Dig-in posts. Post size varies with height (see
’ table).

Post material manufactured to BSEN 10210~
2:1997 and galvanised to BSEN10346:2009.

Supplied with plastic cap (size varies with height
(seetable)).

Internal corner post External corner post

Fixings: Clamp Bar: 40 x 5mm (fulllength of mesh panel).
M8 washer.

M8 x 40mm Button Head A2 Stainless Steel Shear
Bolt.

Rubber backstops are available for all fixings for
anti-vibration.

Finish: Panels & Posts are galvanised before being
’ powder coated to BSEN13438:2005 (min 100 -
micron). POSTS & FIXINGS =JNADE IN
zalBRITAIN
Standard colouris RAL 6005 (Moss Green).
OtherRAL colours available as special order, The post and full-length clamp bar system provides a

including marine grade coating. secure fixing solution that holds panels firmly in place

while still allowing for flexibility. Easy to install, the system

enables panels to be stepped and adjusted to follow the
Post Cranked posts (internal and external / top and natural contours of the ground. With vandal-resistant
Options: bottom). security fixings throughout, this post and clamp system
offers a higher level of security than a traditional clip-
based alternative.

Face fix (for flush against walls).

Base-plated (flush to front, back or centrally)
available as special order forinstallation onto
concrete and other hard surfaces.

We are able to offer a15-year guarantee,
covering the performance and appearance
15 of ourmesh fencing systems. Giving you

added confidence when specifying an
While care has beentakento ensure that allinformation provided on this data sheetis accurate, °du :G\"
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